The Series 12 valve features a solid-cast Towniprene®
urethane body and disc.

* Reinforced urethane body with a steel insert for great strength
and maximum corrosion and abrasion resistance

* Cast urethane disc is an integral snap-lock design that assures ¢

o L when fully closed Whether for isolation or throttling of
positive seal when tully close

slurries, this valve is a perfect solution.

= Unnirbliedvalve * Simple design is great for fine feed slurries
* Bi-dlirectional : IR

* Easily adapted to existing pipe runs
* Simple assembly

*3"10 16" D

* Stainless steel shaft

* Bi-directional and throttling capabilities
* Mechanical or manual actuation

* Great for chemical, phosphate and limestone

¢ Integrated urethane gasket circuits

o,

Order the Series 12 valve a size larger and mate two

Towniprene® lined reducers to match your pipe flanges,
and you will have unrestricted process flow through this
valve assembly.

* Flanged reducers match your piping 1D
* Choose larger ID valve for full flow 4+ Reducer
* Reducers are urethane-lined
* Integrated urethane gaskets

* Reducers can be factory re-lined
+ 2" 10 14" assembly ID Call or e-muil us, and o Townley Technical
Sales Representative will help choose
the right valve for your application.
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¢ Custom flanges and drilling available

¢ Abrasive and corrosion-resistant







