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Why should you use the
Townley 80-SSRS Gate Valve?

* Cast 316 stainless steel body, gate, and packing
gland; 304 stainless steel yoke, stem, clevis, and
bolting

* Replaceable EPDM rubber seat for bi-directional
bubble-tight shut-off

* Compact, lugged flange configuration meets TAPPI
standard TIS 405-8 and MSS-SP-81 specifications

* Cast-in “T” slot holds rubber seat firmly in place
* Full port design

* Bonnetless, outside screw and yoke, no-rising
handwheel, rising stem with travel stop

* Designed to withstand full working pressure up to

150 PS

* Tapped hole flanges match ASME B 16.5 150 PSI
drilling

* Available in a wide range of sizes, from 2" to 24"
diameters

* Sizes 3" to 12" shipped from stock for next day
delivery

* Available with a variety of operators, including

handwheel, bevel gear, air, hydraulic, or electric

Where can you use the
80-SSRS Gate Valve?

* In mining and mill applications
* In pulp & paper applications
* In chemical applications

* In petroleum applications
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Diselaimer: The infermation presentad herein s o general guide to our products. We make no warranties, express or implied, with respect to the accuracy or usefulness of the information contained.
Townley reserves the right to change technical specifications from fime to time without notice. Use of any and all information in this document s done so at the sole discretion of the user.

Rev. FIP 10/07






