
Townley offers Towniprene® urethane resilient nozzle upgrades to traditional ceramic FGD Nozzles.   

Overlapping spray patterns are critical to efficient reduction of SO2 and ability to consistently meet 
EPA flue discharge requirements.

If any of these ceramic scenarios described by FGD owners at coal fired power plants sound 
familiar, then we could provide a great alternative:

· Many never make it to lifetime due to breakage or plugging· Rubber lining and debris catches in nozzle blocking flow· Over torquing of flanges often fracture nozzles· Ceramic nozzles sometimes arrive damaged from shipping· 10 to 12 week deliveries normal· Solidified slurry cakes and broken nozzles drop from upper
manifolds onto lower tiered nozzles, breaking them· Maintenance scaffolding resting on manifolds
and nozzles, fracture the ceramic· Cannot clear slurry plugs, must replace nozzle· Plugging can raise slurry temperature degrading
some materials of construction in unit
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Towniprene® Urethane Upgrades
FGD ABSORBER SPRAY NOZZLES 

http://www.townley.net/videos/


Unique Features of Towniprene® Urethane Nozzles:·· Long lasting wear-resistant polymer·· Slurry is non-adherent to Towniprene®·· Blockage can be dislodged without damage to nozzle·· Won’t be damaged by dropping even from the manifold level·· Can’t over-torque·· Exact porting dimensions results in same spray pattern as original·· Time to produce from original.........6-8 weeks·· We will maintain inventory, ready to ship from stock·· Will not break or distort in use·· Metal inserts ensure urethane integrity with higher slurry pressures·· Now featuring Victaulic* style flanges along with bolted flanges·· Competitively priced

* Victaulic is a registered trademark of Victaulic Company
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or 
implied with respect tot he accuracy or usefulness of the information. Townley reserves the right to change technical 
information from time to time without notice. Use of any or all information in this document is at the sole discretion and 
risk of the user. mjh 7/16
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