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< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 80-TP Towniprene® Lined Knife Gate Valves

MATERIALS I
OF CONSTRUCTION c
MODEL 80 TP
1 GATE SS T
2 BODY DI
3 SEAT TOWNIPRENE®
4 BOLTS SS STROKE
5 PACKING TLSP* H
6 GLAND DI OPEN
7 STEM SS 1 "
8 YOKE DI CLOSED
9 STEM NUT BRONZE
10 HANDWHEEL DI
1
T
*TLSP = TFE Lubricated Synthetic Packing R.E.
Normally supplied with handwheel for manual operation, ik i
but can be modified for chain wheel, bevel gear, fail safe
spring cylinder, electric motor, hydraulic or pneumatic
cylinder operator.
]
]
'd' DRILL & TAP >  F-F e
'N' HOLES
SIZE 2 3 4 6 8 10 12 14 16 18 20 24
FACE-TO-FACE F-F 1-7/8 2 2 2-1/2 2-3/4 2-3/4 3 3 3-12 3-12 4-1/2 4-1/2
FLANGE OD oD 6 7-1/2 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
BOLT CIRCLE BC 4-3/4 6 7-1/2 9-1/2 11-3/4 | 14-1/4 17 18-3/4 | 21-1/4 | 22-3/4 25 29-1/2
FLANGE RAISED FACE| RF 3-1/4 4-1/4 6-3/16 8-1/2 10-5/8 | 12-3/4 15 16-1/4 |18-11/16| 20-1/4 | 22-1/2 27
INSIDE DIAMETER 1D 2 3 3-3/4 6 7-3/4 9-3/4 11-3/4 | 13-1/4 15 17-1/4 | 19-1/4 | 23-1/4
NO. OF BOLT HOLES N 4 4 8 8 8 12 12 12 16 16 20 20
HOLE D&T SIZE d 5/8"-11 | 5/8"-11 | 5/8"-11 | 3/4"-10 | 3/4"-10 | 7/8"-9 | 7/8"-9 1"-8 1"-8 (1-1/8"-7|1-1/8"-7|1-1/4"-7
C/L TO TOP-CLOSED [H-CLS| 13-7/8 | 14-5/8 | 17-1/4 | 20-1/8 | 24-3/8 29 32-7/8 | 36-3/4 41 47 51-3/4 | 58-3/4
C/L TO TOP-OPEN H-OPN 16 17-11/16| 21-3/16 | 26-1/2 | 32-5/8 39 45 50-1/4 | 56-1/4 | 64-1/2 | 72-1/4 | 82-1/4
HANDWHEEL DIA. H/W 8 8 8 12 16 16 16 gear-op | gear-op| gear-op (gear-op | gear-op
WEIGHT - LB'S WT 20 29 46 75 118 180 295 345 420 545 805 1150
STROKE S 2-1/8 3-1/16 | 3-15/16 | 6-3/8 8/1/4 10 12-1/8 | 13-1/2 | 15-1/4 | 17-1/2 | 20-1/2 | 23-1/2

Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied,
with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications

from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.
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< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 80-TP/XL Towniprene® Lined Knife Gate Valves

s (Gate 55

e Body DI

* Seat Towniprene®
* Bolts sS

¢ Packing TLSP*
e Gland DI

s Stem 55

e Yoke DI

s  Stem nut Brass

¢ Handwheel DI

Materials of Construction

*TLSP - TFE lubricated synthetic packing

Normally supplied with hand-wheel but can
be modified for chain wheel, bevel gear, fail
safe spring cylinder, electric motor, hydraulic
or pneumatic cylinder operator

Valve Size
K} 4 10 12 14 16 18 20 24
ID 3” 4’ 6” 8” 10” 127 14” 16” 18” 20” 247
F/F 6 7/8” 6 7/8" 7 714" 878" | 108" | 10 1/8” 11” 12 14" | 14 1/8” | 14 5/8”
BC 6” 7127 91/2” 1134 | 14 147 177 18 3/4” | 21147 | 22 3147 25” 29 1/2”
FOD 7.5” 9.0” 11.0” | 13.50” 16” 19.00” 21" 23.50” 25” 27.50” 32"
N (4)3/4” | (8)314” | (8)7/8” | (8) 718" | (12)1” | (12)1” [(12) 1-1/8|(16) 1-1/8'(16) 1-1/4'|(20) 1-1/41(20) 1-3/8’
HW 8 8 12 16 16 16 gear-op | gear-op | gear-op | gear-op | gear-op
H-CLS |14 13/16” |16 23/32"| 19 7/8” | 24 3/4” |28 31/32”| 33 1/16” | 36 3/4” 41” 47’ 51 3/4” | 58 3/4”
H-OPN 18” 21" 26" g 39” 45” 54 1/4” | 56 1/4” 64" 72 1/4” | 82 1/4”
Wgt# 38 59 92 151 242 378 452 510 757 1065 1491

(weights approximate)

Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826
with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 80-BA Severe Duty Knife Gate Valves

H.W. =
MATERIALS F 7 i
OF CONSTRUCTION i
MODEL 80 BA ?
1 GATE SS
2 BODY DI D
3 SEAT TOWNIPRENE®
4 WEAR LINER HIGH CHROME IRON “/. STROKE  H
5 BOLTS SS OPEN
6 PACKING TLSP* "
7 GLAND DI '
CLOSED
8 STEM SS
9 YOKE DI
10 STEM NUT BRONZE
11 HANDWHEEL DI
)
=4\ __HIGH-CHROME R.F.
l' s A '[ IRON INSERT Y
URETHANE |
SEAT \ ¢ £ DUCTILE IRON
= a0 / VALVE BODY
- v d
S———— '
*TLSP = TFE Lubricated Synthetic Packing.
Normally supplied with handwheel for manual operation, but 'd' DRILL & TAP = F-F =
can be modified for chain wheel, bevel gear, fail safe spring 'N' HOLES
cylinder, electric motor, hydraulic or pneumatic cylinder
operator.
DIMENSIONS (INCHES) AND WEIGHTS
SIZE 3 4 6 8 10 12 14 16 18 20 24
FACE-TO-FACE F-F 2 2 2-1/2 2-3/4 2-3/4 3 3 3-1/2 3-1/2 4-1/2 4-1/2
FLANGE OD oD 7-1/2 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
BOLT CIRCLE BC 6 7-1/2 9-1/2 | 11-3/4 | 14-1/4 17 18-3/4 | 21-1/4 | 22-3/4 25 29-1/2
FLANGE RAISED FACE| RF 5 6-3/16 | 8-1/2 | 10-5/8 | 12-3/4 15 16-1/4 | 18-3/4 | 20-1/4 | 22-1/2 27
INSIDE DIAMETER ID 2-3/4 3-3/4 5-3/4 7-3/4 9-3/4 | 11-3/4 13 15 17 19 23
NO. OF BOLT HOLES N 4 8 8 8 12 12 12 16 16 20 20
HOLE D&T SIZE d 5/8"-11|5/8"-11 | 3/4"-10 | 3/4"-10 | 7/8"-9 | 7/8"-9 1"-8 1"-8 |1-1/8"-7|1-1/8"-7|1-1/4"-7
C/L TO TOP-CLOSED |H-CLS| 14-5/8 | 17-1/4 | 20-1/8 | 24-3/4 29 32-7/8 40 41 47 51-3/4 | 58-3/4
C/L TO TOP-OPEN H-OPN|(17-11/16 21-3/16 | 26-1/2 | 32-5/8 39 45 54-1/4 | 56-1/4 64 72-1/4 | 82-1/4
HANDWHEEL DIA. H/'W 8 8 12 16 16 16 |gear op | gear op | gear op | gear op | gear op
WEIGHT - LB'S WT 29 46 75 118 180 295 345 420 545 805 1150
STROKE S 3-1/16 | 3-15/16 | 6-3/8 7-7/8 10 12-1/8 | 14-1/4 | 15-1/4 | 17-1/4 | 20-1/4 | 23-1/2
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 80-DI Knife Gate Valves

Materials of Construction

AT

Model 80-DI
1 Gate SS
2 Body DI
3 Seat Natural Rubber*
4 Bolts Stainless
5 Packing TLSP**
6 Gland DI
7 Stem SS
8 Yoke DI / ,
9 Stem Nut Bronze o | 5;/4/‘/4 :j
10 Handwheel |DI P S? %
= - -
%% RF
* Buna-N and EPDM seats also available. BC t\‘///-//f I B
**TLSP = TFE Lubricated Synthetic Packing. t\ﬁ/ﬂ s
Normally supplied with handwheel for manual operation, oD \% 1
but. can b? modified fo_r chain wheel, beYel gear, fail safe ./ %‘\%
spring cy inder, electric motor, hydraulic or pneumatic ‘/5/7//,'///5,] 7 i
cylinder operator. ) . G —
e
Dimensions (Inches) and Weights
Size 2 3 4 6 8 10 12 14 16 18 20 24
Face-to-Face F-F 1-7/8 2 2 2-1/4 2-3/4 2-3/4 3 3 3-1/2 3-1/2 4-1/2 4-1/2
Flange OD OD 6 7-1/2 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
Bolt Circle BC 4-3/4 6 7-1/2 | 9-1/2 | 11-3/4 | 14-1/4 17 18-3/4 | 21-1/4 | 22-3/4 25 29-1/2
Flanged Raised Face| RF 4-1/8 5 6-3/16 | 8-1/2 | 10-5/8 | 12-3/4 15 17 18-1/2 21 23 27-1/4
Inside Diameter D 2 3-1/8 4 6 8 10 12 13-3/4 | 15-3/4 | 17-3/4 | 19-11/16 | 23-5/8
No. of Bolt Holes N 4 4 8 8 8 12 12 12 16 16 20 20
Hole D&T Size D 5/8-11 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 7/89 | 7/8-9 1-8 1-8 1-1/8-7 | 1-1/8-7 | 1-1/4-7
C/L to Top-Closed | H-CLS 13 14-3/4 |16-9/16 | 20-1/2 | 24-1/4 29 34-5/8 39 43 47-1/2 | 51-7/8 60
C/L to Top-Open | H-OPN 15 17-3/4 |20-9/16 | 26-1/2 | 32-1/2 | 39-1/4 47 | 54-1/4 | 59 65-1/2 |71-13/16| 83-7/8
Handwheel Dia. H/W 8 8 8 12 12 16 20 24 24 24 24 24
Weight - 1bs wT 24 34 40 84 116 170 258 308 418 516 702 932
Stroke S 2 3 4 6 8-1/4 10-1/4 12-3/8 | 14-1/4 16 18 19-15/16 23-7/8
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 170712

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.




< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series SSRS Knife Gate Valves

MATERIALS
OF CONSTRUCTION W
MODEL SSRS ~
1 GATE SS
2 BODY SS
3 SEAT Buna-N** N
4 BOLTS SS
5 PACKING TLSP* STROKE H
6 GLAND SS El OPEN
7 STEM SS H
8 YOKE SS CLOSED
9 STEM NUT BRONZE | i, o !
10 HANDWHEEL DI ﬁ _ S|
& |
: -
*TLSP = TFE Lubricated Synthetic Packing. § i
**EPDM, Neoprene, Viton, and other seating g * i T RF.
N
Eé 1.0.

Stocked in 304 and 316 SS. 317 SS Available.

o‘

Normally supplied with handwheel for manual
operation, but can be modified for chainwheel,
bevel gear, fail safe spring cylinder, electric motor,
hydraulic or pneumatic cylinder operator.

) S
S

Y N' HOLES

; .
’d" DRILL & TAP J

DIMENSIONS (INCHES) AND WEIGHTS

SIZE 2 3 4 6 8 10 12 14 16 18 20 24
FACE-TO-FACE F-F 1-7/8 2 2 2-1/4 2-3/4 | 2-3/4 3 3 3-1/2 3-1/2 4-1/2 4-1/2
FLANGE OD (0))] 6 7-1/2 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
BOLT CIRCLE BC 4-3/4 6 7-1/2 9-1/2 | 11-3/4 | 14-1/4 17 18-3/4 | 21-1/4 | 22-3/4 25 29-1/2
FLANGE RAISED FACE RF 3-5/8 5 6-3/16 | 8-1/2 | 10-5/8 | 12-3/4 15 16-1/4 | 18-1/2 21 23 27-1/4
INSIDE DIAMETER ID 2 3 4 6 8 10 12 13-1/4 | 15-1/4 | 17-1/4 | 19-1/4 | 23-1/4
NO. OF BOLT HOLES N 4 4 8 8 8 12 12 12 16 16 20 20
HOLE D&T SIZE d 5/8"-11|5/8"-11 | 5/8"-11 | 3/4"-10 | 3/4"-10| 7/8"-9 | 7/8"-9 | 1"-8 1"-8 (1-1/8"-7|1-1/8"-7| 1-1/4"-7
C/L TO TOP-CLOSED |H-CLS | 16-7/8 | 17-5/16 | 19-3/16 | 23-3/16 | 27-7/16 | 32 36 | 41-9/16 | 45-5/8 51 56 62-7/8
C/L TO TOP-OPEN H-OPN| 19-1/8 | 20-5/8 | 23-1/2 | 29-1/2 | 35-3/4 |42-5/16|48-5/16 | 55-3/16 | 61-3/16 | 68-3/4 | 75-5/8 | 85-5/8
HANDWHEEL DIA. H/W 8 8 8 12 12 16 16 |9ear-op(gear-op|gear-op|gear-op| gear-op
WEIGHT - LB'S WT 26 30 40 62 90 141 190 260 360 422 712 988
STROKE S 2-1/4 | 3-5/16 | 4-5/16 | 6-5/16 | 8-5/16 |10-5/16|12-5/16 | 13-5/8 | 15-9/16 | 17-3/4 | 19-5/8 | 22-3/4
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series SS Knife Gate Valves

MATERIALS H AW
OF CONSTRUCTION ‘
S
MODEL SS
1 GATE SS
2 BODY SS I
3 SEAT SS
4 BOLTS ss STROkE
5 PACKING TLSP* 3
6 GLAND SS l H
7 STEM SS CLOHSED OPEN
8 YOKE SS -
9 STEM NUT BRONZE k\\\\‘l e !
10 HANDWHEEL DI ,II . |
| | _
*TLSP = TFE Lubricated Synthetic Packing g !
i
Stocked in 304 and 316 SS. 317 SS Available. | l RF
Normally supplied with handwheel for manual operation, ‘ LD, .
but can be modified for chainwheel, bevel gear, fail safe
spring cylinder, electric motor, hydraulic or pneumatic
cylinder operator. 'd" DRILL & TAP
‘N HOLES
A
DIMENSIONS (INCHES) AND WEIGHTS
SIZE 2 3 4 6 8 10 12 14 16 18 20 24
FACE-TO-FACE F-F 1-7/8 2 2 2-1/4 2-3/4 2-3/4 3 3 3-1/2 3-12 4-1/2 4-1/2
FLANGE OD oD 6 7-1/2 9 11 13-1/2 16 19 21 23-1/2 25 27-1/2 32
BOLT CIRCLE BC 4-3/4 6 7-1/2 9-1/2 11-3/4 | 14-1/4 17 18-3/4 | 21-1/4 | 22-3/4 25 29-1/2
FLANGE RAISED FACE RF 3-5/8 5 6-3/16 | 8-1/2 10-5/8 | 12-3/4 15 16-1/4 | 18-1/2 21 23 27-1/4
INSIDE DIAMETER ID 2 3 4 6 8 10 12 13-1/4 | 15-1/4 | 17-1/4 | 19-1/4 | 23-1/4
NO. OF BOLT HOLES N 4 4 8 8 8 12 12 12 16 16 20 20
HOLE D&T SIZE d 5/8"-11|5/8"-11|5/8"-11 | 3/4"-10 | 3/4"-10 | 7/8"-9 | 7/8"-9 1"-8 1"-8 |1-1/8"-7| 1-1/8"-7 |1-1/4"-7

C/L TO TOP-CLOSED H-CLS | 14-5/8 | 15-1/16 |16-11/16 | 20-3/16 | 23-7/16 | 27-3/4 | 31-9/16 | 37-3/4 43-1/8 46-3/8 50-1/8 | 55-11/16

C/L TO TOP-OPEN H-OPN| 17-1/8 | 18-9/16 | 21-3/16 |26-11/16 | 31-15/16 | 38-1/4 | 44-1/16 | 51-3/4 58-7/8 64-3/8 69-3/4 79-7/8
HANDWHEEL DIA. H/W 8 8 8 12 12 16 16 |9€ar-op gear-op|gear-op| gear-op jgear-op
WEIGHT - LB'S WT 24 28 36 54 76 124 174 234 330 376 620 804
STROKE S 2-12 | 3-1/2 | 4-1/2 | 6-1/2 | 8-1/2 | 10-1/2 | 12-1/2 | 13-7/8 16 18 20-1/8 | 24-3/16
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



Materials of Construction

< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 150 Knife Gate Valves

Body Welded alloy construction
Body Lining Towniprene’ urethane elastomer, hi-chrome inserts available
Blade tapered edges
Seat Towniprene urethane elastomer
Shaft 316 or 317 stainless steel
Body Finish Epoxy painted
Actuation Handwheel, air, electric, or hydraulic actuation available
Flange 150# drilling std., custom drilling available
General Dimensions
4 6 8 10 12 14 16 | 18 | 20 | 22 24 | 30 36
ID 312" | 51/2" | 712" | 912" | 12" | 131/4" | 151/4" | 171/4" | 191/4" | 211/4" | 231/4" | 291/4" | 351/4"
F/F 9" [101/2" [111/2"| 13 14 15 16 | 17 18 | 20 20 | 24 24
B-H 171/2" | 191/2" | 253/4" | 30" | 331/2"|391/2" | 411/4" | 453/4" | 503/4" | 541/2" | 59" |717/8" | 841/2"
V-H 421/2" | 473/4" | 60" |691/2" | 771/2" | 853/4" | 933/4" | 105" | 114" | 123" [1321/4"| 155" |1793/4"
Wgt 91 163 271 419 616 | 856 | 1,191 | 1,561 | 1,771 | 2,290 | 2,651 | 5,130 | 7,159

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications

Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied,

from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.

inside diam

face to face

valve body height
vertical height
weight

150826



< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series 120 Butterfly Valves

Materials of Construction

Body: Fabricated Steel Body Lining: Towniprene® proprietary cast urethane
Disk: Fabricated steel with internal gussets Disk Covering: Neoprene lined (other options available)
Shaft: Stainless steel 17-4, one piece Bushings and thrust plate: Bronze

Packing: Buna-N / graphite / PTFE Mounting plate: Fabricated steel

Flanges: AWWA C207, table 1, class D (150 PSI), carbon steel, ANSI B 16.5 150 PSI drilling

Series 120 Butterfly Valve Dimensions
General Dimensions Flange Drilling Top Plate Mounting Dimensions

18 171/4 25 15172 438 312 17/8 17/8 12x1/4 22 3/4 16 11/411/8-7 B 612 4 1316
20 1914 2712 1612 5158 312 2 17/8 1/2X14 2234 20 11/411/4-7 8 612 4 1316
4 23104 3@ 191/2 see below 3172 2 17/8 1/2X1/4 291/2 20 13/811/4-7 B 612 4 1316
30 291/4 3834 2338 see below 4 21/2  21/4 1/2X1/4 36 28 13/811/4-7 12X12 812 4 78
36 351/4 46 267/8 12 4 3 27/8 3/4X3/8 4234 32 15/811/2-6 12X12 512 4 78
42 411/4 53 A2 12 2 338 O+ 2 491/2 36 15/811/2-6 2 2 E
48 477/4 5912 3614 15 * 4 * * 56 44 15/811/2-6 * * oo
54 531/4 661/4 40 15 2 412 g 62 3/4 44 17/813/4-5 2 2 E
B0 591/4 73 4314 15 * 43/4  * * 69 1/4 52 17/813/4-5 * * oo
66 651/4 &0 475/8 18 2 5 2 2 76 52 17/813/4-5 2 2 s
72 7114 8612 50 18 * 534 * 821/2 B0 17/813/4-5 * * oo
78 T4 93 5212 22 * 6 . . 89 64 21/82-45 * ¥ L
84 831/4 9934 5858 18 * 612 * 95 1/2 B4 21/82-45 * * oo
90 8971/4 1061/2 62 22 * 712 * . 102 68 27/1621/4 -45 . . L
96 951/4 1131/4 6458 24 * 712 * 108 1/2 B8 2.437521/4- 45 * * L
A-Throat diameter B-Flange OD C-Center of port to mounting plate D-Face to Face E-Mounting plate to shaft top F-Shaft diameter G-Shaft end diameter
*To mateh actuator (Note: 24" Valve, D-dimensions...5 15/16" or 8* 30" Valve, D dimensions...6 916" or 127)
Tapered pins with Towniprene® caps One piece shaft
Packing flange
Neoprene lined “lens” style disk
. . Packing gland & upper seal
Towniprene® lined seal g9 PP
= and bushing
Towniprene® full face
infegral gasket
=== Fabricated body
Lower seal & bushing
Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826

with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



< TOWNLEY D>

Engineering & Manufacturing Co., Inc.

Series TM-3 & TM-4 Butterfly Valves

Universal i |‘|_ {%q}fq} _{‘I
e P

plate G/G1 G/G1

g T
D ' 410stainless D -
L1 steelshaft e ]
|
|
+
|

Standard
UNCtapping

316stainless
_steelor
ductile-iron/

Newgeneration
EPDMseat

nickel |

plated i
One-piece, dlisc ‘—]—'
heavy-duty =l F -—

ductileironbody T™-3

- Call (800) 342-9920 - www.townley.net « E-mail us: info @ townley.net - TM-3 & TM-4 Valve - Many sizes can ship from stock

Dimensions & Weights Operating Torque IN./LBS
VALVE
SIZE A B C D E F G G1 H | J K L M N WGT
T™-3 TM-4* NORMAL | SEVERE

2 2 475 6.33 1.25 4 1.62 49 | 375 | 3.14 - 4.65 (4)-3/4 (4)-5/8-11 229 339 6
2.5 2.5 5.50 6.88 1.25 4 1.75 49 | 375 | 3.50 - 5.40 (4)-3/4 (4)-5/8-11 284 419 7
3 3 6.00 7.12 1.25 4 1.75 49 | 375 | 374 - 7.00 (4)-3/4 (8)-5/8-11 340 500 8
4 4 7.50 7.87 1.25 4 2.00 620 | 438 | 448 - 8.11 (4)-3/4 (8)-5/8-11 519 759 11
5 5 8.50 8.38 1.25 4 2.125 745 | 438 | 499 - 9.37 (4)-7/8 (8)-3/4-10 724 1,049 16
6 6 9.50 8.89 1.25 4 2.125 745 | 500 | 547 - 10.47 (4)-7/8 (8)-3/4-10 1,006 1,456 17
8 8 11.75 10.23 1.77 6 2.50 870 | 625 | 6.88 - 12.95 (4)-7/8 (8)-3/4-10 1,720 2470 29
10 10 14.25 11.49 1.77 6 2.50 1.120 - 7.99 1/4x1/4 15.50 (4)-1 (12)-7/8-9 2,742 3,892 42
12 12 17.00 13.26 1.77 6 3.00 1.244 - 9.52 1/4x1/4 18.19 (4)-1 (12)- 7/8 9 3,737 5,287 88
14 13.25 | 1875 14.48 1.77 6 3.00 1.244 - 10.51 | 1/4x1/4 20.28 (4)-11/8 (16)-1- 5,995 8,145 125
16 1525 | 21.25 1574 | 2.01 6 3.50 1.305 - 1216 | 1/4x1/4 22.80 (4)-11/8 (16)-1- 8,116 10,866 212
18 17.25 | 22.75 16.61 2.01 8 4.25 1.496 - 12.81 | 3/8x3/8 24.68 (4)-11/4 | (20)-1 1/8-7 10,720 14,170 269
20 19.25 | 25.00 18.89 | 252 8 5.00 1.620 - 14.21 38x3/8 27.47 (4)-11/4 | (20)-11/8-7 | 13,845 18,095 445
24 2325 | 2950 | 2212 | 252 |825| 6.00 1.994 - 18.07 | 1/2x1/2 32.33 (4)-13/8 | (20)-11/4-7 | 16,994 21,869 595

*UNC
All dimensions shown in inches, unless otherwise noted.
Sizes up to 48" available through special order.

Disclaimer: The information presented herein is a general guide to our products. We make no warranties, expressed or implied, 150826
with respect to the accuracy or usefulness of the information contained. Townley reserves the right to change the technical specifications
from time to time without notice. Use of any and all information in this document is done so at the discretion of the user.



Engineering & Manufacturing Co., Inc.
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